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>>> Special types upon request. <<<
Thread lock upon request, please refer to appendix - Technical Data -
Spring range and forces are precisely tested.

MMMMaaattteeerrriiiaaalll:::

BBBooodddyyy::: l Free cutting steel, blackened
l Stainless steel 1.4305

BBBaaallllll::: l Ball-bearing steel, hardened
l Stainless steel, hardened

SSSppprrriiinnnggg::: l Stainless steel

CCChhhaaarrraaacccttteeerrriiissstttiiiccc:::
Standard spring load: no marking
Heavy spring load: marked with two lines

NNNooottteee:::

To be used for locating or for applying pressure, as a detent or for ejection.
Temperature range up to 250 �C.
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2222222000333000...000000000333 free cutting steel,
standard
spring load

MMM 333 1,5 8 0,4 1,5 3,0 4,5 0,30
222222000333000...000000000444 MMM 444 2,5 12 0,8 2,0 8,5 14,0 0,70
222222000333000...000000000555 MMM 555 3,0 14 0,9 2,5 8,0 14,0 1,20
222222000333000...000000000666 MMM 666 3,5 15 1,0 3,0 11,0 18,0 1,80
222222000333000...000000000888 MMM 888 4,5 18 1,5 4,0 18,0 31,0 3,90
222222000333000...000000111000 MMM 111000 6,0 23 2,0 5,0 24,0 45,0 8,10
222222000333000...000000111222 MMM 111222 8,0 26 2,5 6,0 26,0 49,0 13,00
222222000333000...000000111666 MMM 111666 10,0 33 3,5 8,0 41,0 86,0 32,00
222222000333000...000000222000 MMM 222000 12,0 43 4,5 10,0 56,0 111,0 66,00
222222000333000...000000222444 MMM 222444 15,0 48 5,5 12,0 81,0 151,0 106,00

222222000333000...000000444555 free cutting steel,
heavvy
spring load

MMM 555 3,0 14 0,9 2,5 15,0 22,0 1,20
222222000333000...000000444666 MMM 666 3,5 15 1,0 3,0 19,0 28,0 1,80
222222000333000...000000444888 MMM 888 4,5 18 1,5 4,0 36,0 62,0 4,10
222222000333000...000000555000 MMM 111000 6,0 23 2,0 5,0 57,0 104,0 8,20
222222000333000...000000555222 MMM 111222 8,0 26 2,5 6,0 61,0 110,0 13,00
222222000333000...000000555666 MMM 111666 10,0 33 3,5 8,0 68,0 142,0 32,00
222222000333000...000000666000 MMM 222000 12,0 43 4,5 10,0 84,0 166,0 66,00
222222000333000...000000666444 MMM 222444 15,0 48 5,5 12,0 127,0 237,0 106,00

222222000333000...000222000333 stainless steel,
standard
spring load

MMM 333 1,5 8 0,4 1,5 3,0 4,5 0,28
222222000333000...000222000444 MMM 444 2,5 12 0,8 2,0 8,5 14,0 0,80
222222000333000...000222000555 MMM 555 3,0 14 0,9 2,5 8,0 14,0 1,30
222222000333000...000222000666 MMM 666 3,5 15 1,0 3,0 11,0 18,0 1,90
222222000333000...000222000888 MMM 888 4,5 18 1,5 4,0 18,0 31,0 4,10
222222000333000...000222111000 MMM 111000 6,0 23 2,0 5,0 24,0 45,0 8,20
222222000333000...000222111222 MMM 111222 8,0 26 2,5 6,0 26,0 49,0 13,00
222222000333000...000222111666 MMM 111666 10,0 33 3,5 8,0 41,0 86,0 32,00
222222000333000...000222222000 MMM 222000 12,0 43 4,5 10,0 56,0 111,0 67,00
222222000333000...000222222444 MMM 222444 15,0 48 5,5 12,0 81,0 151,0 107,00

222222000333000...000222444555 stainless steel,
heavy
spring load

MMM 555 3,0 14 0,9 2,5 15,0 22,0 1,20
222222000333000...000222444666 MMM 666 3,5 15 1,0 3,0 19,0 28,0 1,90
222222000333000...000222444888 MMM 888 4,5 18 1,5 4,0 36,0 62,0 4,20
222222000333000...000222555000 MMM 111000 6,0 23 2,0 5,0 57,0 104,0 8,20
222222000333000...000222555222 MMM 111222 8,0 26 2,5 6,0 61,0 110,0 13,00
222222000333000...000222555666 MMM 111666 10,0 33 3,5 8,0 68,0 142,0 32,00
222222000333000...000222666000 MMM 222000 12,0 43 4,5 10,0 84,0 166,0 66,00
222222000333000...000222666444 MMM 222444 15,0 48 5,5 12,0 127,0 237,0 107,00

* statistical average value
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Order from MARYLAND METRICS   P.O. Box 261   Owings Mills, MD 21117 USA   ph: (410)358-3130  (800)638-1830   fx: (410)358-3142  (800)872-9329

Order from MARYLAND METRICS   web: http://mdmetric.com/prod/halder   email: sales@mdmetric.com RFQ form: http://mdmetric.com/rfq.htm


