
 

 

 

 
 
 
   

 
   
   
   
   
         

      

DATA SHEET: SILICONE COOLANT HOSE – CONTINUOUS LENGTHS 
 

 
 
 
 
 
 

 
 
 

 
APPLICATIONS 

  FOR USE IN VEHICLE HEATING & COOLANT SYSTEMS. 

  SUITABLE FOR USE WITH GLYCOL AND OAT TYPE ANTIFREEZE 

  RESISTANT TO MOST CORROSION INHIBITORS 

  AVAILABLE IN LONG CONTINUOUS LENGTHS 

  VERY FLEXIBLE 

                            

TECHNICAL SPECIFICATION 
  TUBE: SMOOTH BLUE SILICONE RUBBER. RED COLOUR TUBE TO ORDER 

  COVER: SMOOTH BLUE SILICONE  

  REINFORCEMENT: KNITTED POLYESTER 

  TEMPERATURE RANGE: -550C to + 1800C  

  CONFORMS TO: SAEJ20 R4/A 

  BURST PRESSURE: MINIMUM 3 x W.P. 

 

 

I.D. O.D. W.P. 
BEND 

RADIUS 
WEIGHT 

MAX. 
LENGTH CODE 

mm ins. mm psi bar mm Kg/mtr mtrs 

6 1/4 15 250 17  0.165 100 SHH-06 

8 5/16 16 250 17  0.190 100 SHH-08 

9.5 3/8 17.5 250 17  0.217 100 SHH-10 

13 ½   20.7 250 17  0.269 100 SHH-13 

16 5/8 23.8 200 14  0.341 100 SHH-16 

19 ¾  27 100 7   100 SHH-19 

22 7/8 31     100 SHH-22 

25 1 35     100 SHH-25 

28 1.1/8 37     100 SHH-28 

32 1¼  40     100 SHH-32 

38 1½  48     100 SHH-38 
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HOSE WORLD LTD 
UNIT 3, 
ACREDALE INDUSTRIAL ESTATE, 
EYEMOUTH 
TD14 5LQ 
 

TEL: 01890 752555 
FAX: 01890 751789 
Email: info@hoseworld.com 


