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3/8 In, 3/8 Out, 3/8 Exhaust

QE3

Quick Exhausts enhance the performance of pneumatic equipment, 
such as air cylinders and actuators, air clutches, and air brakes.  They 
immediately redirect the exhausting air to atmosphere or to tank, by 
sensing pressure differential.  

Achieve greater air cylinder and actuator cycle speeds with Quick 
Exhausts. 

Quick Exhaust valves may permit use of reduced size directional con-
trol valves.

Humphrey Super Quick Exhausts may be used as shuttle valves, check 
valves, or flow control valves.  Check with an authorized representa-
tive for installation tips.

Internal molded rubber shuttle provides long, trouble free cycle life.  
Out performs flat-disk diaphragm types of competitive designs.  

Molded rubber shuttle is a specially contoured design with an enhanced seat 
area. Prevents rupture. Achieves fast response and greater flow. 

The Humphrey Super Quick Exhaust Valve series is available in seven models. 

  Miniature:  10-32 UNF

  Small:   1/8 PIPE, 1/4 PIPE

  Mid-Size: 1/4 PIPE, 3/8 PIPE

  Large:   1/2 PIPE, 3/4 PIPE

cFm @ 100 psig 155.0 cFm

cv 2.6

other materials zinc & aluminum die cast, 
zinc plated steel Fasteners

seal materials buna-N Nbr seals, polyure-
thane

type Quick exhaust

lubrication Not required

maximum cycle rate (cycles/
min)

600.0 cpm

weight (oz unless specified) 4.64 oz

eXHaust 3/8 pipe iN

out 3/8 pipe

port size 3/8 pipe

pressure range 0.0 - 150.0 psig

ambient temperature range -25 - 180 F

HOw tO OrdEr HumpHrEy VALVES And AccESSOrIES HOw tO ObtAIn A 3d cAd drAwIng


