
¦ǎƛƴƎ ǘƘŜ tƛǇŜƭƛƴŜ 5ŜƳŀƎƴŜǘƛȊƛƴƎ {ȅǎǘŜƳΣ ŀ ǿŜƭŘ Ŏŀƴ ōŜ 
ƳŀŘŜ ǉǳƛŎƪƭȅΣ ŜŦŦƛŎƛŜƴǘƭȅ ŀƴŘ ǿƛǘƘ Ŧǳƭƭ ǉǳŀƭƛǘȅ ǘƻ Ǉŀǎǎ 
ǘƻǳƎƘ ƛƴǎǇŜŎǘƛƻƴǎΦ  !ōƛƭƛǘȅ ǘƻ ǊŜǾŜǊǎŜ ŎǳǊǊŜƴǘ ǘƘǊƻǳƎƘ ǘƘŜ 
5ŜƳŀƎƴŜǘƛȊƛƴƎ /ŀōƭŜ ǿƛǘƘƻǳǘ ƘŀǾƛƴƎ ǘƻ ǊŜπǿǊŀǇ ǘƘŜ  
ŎŀōƭŜ ŀǊƻǳƴŘ ǘƘŜ ǇƛǇŜΦ 

¢ƘŜ tƛǇŜƭƛƴŜ 5ŜƳŀƎƴŜǘƛȊƛƴƎ {ȅǎǘŜƳ .ǳƴŘƭŜ І5{!/5/м 
ǿŜƛƎƘǎ сп ǇƻǳƴŘǎΣ ƻǇŜǊŀǘŜǎ ƻŦŦ ƻŦ млл± ǘƻ нрл±  
ŀƴŘ ƛƴŎƭǳŘŜǎΥ 
 

Φ     tƻǿŜǊ /ƻƴǘǊƻƭƭŜǊ  
 

Φ     мллϥ 5ŜƳŀƎƴŜǘƛȊƛƴƎ /ŀōƭŜ 
 

Φ     DŀǳǎǎƳŜǘŜǊ ǿƛǘƘ tǊƻōŜ ŀƴŘ ½ŜǊƻ Dŀǳǎǎ /ƘŀƳōŜǊ 
 

Φ     ¢Ǌŀƴǎƛǘ /ŀǎŜ ǿƛǘƘ ǿƘŜŜƭǎ 
 

Φ     /ƛǊŎǳƛǘ ǇǊƻǘŜŎǘŜŘ ол !ƳǇ ƛƴπƭƛƴŜ DC/L ŎƛǊŎǳƛǘ ōǊŜŀƪŜǊ 
      ŦƻǊ ǎŀŦŜǘȅΦ 

Modes of Operation: 

 Manual AC  0-100% 
 Manual DC  0-100% 
Power Input:  
       100 VAC- 250VAC rms 

       30 amps max 
       Single phase, 60Hz  
Power Output:  
       0 to 240VAC rms 
       30 amps max 
       Single phase, 60Hz  
Operating temperature: 
  -10° to 120° F 
Dimensions: 
 Width: 14.850 Inches  
 Length: 12.150 Inches  
 Height: 6.850 Inches  
 Weight: 12 lbs.  
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POWER CONTROLLER 

Cable Length: 

 100 Feet 
Voltage Rating 
 600VAC rms max 
Operating temperature:  
 -10° to 200° F 
Weight:  
 32 Pounds 

 PVC Jacket 

 
UV, water, oil &  
weather resistant 

Characteristics: 

 Flexible 

DEMAGNETIZING CABLE 

GAUSSMETER 

Model: 

 
Alpha Labs GM1-ST and 
Zero Gauss Chamber 

Operation: 
 Handheld with probe 

TRANSIT CASE 

Material: 
 TTX01 High-Strength Resin 
Other: 
 Retractable Handle 
 Built-in Wheels 

 20 Pounds 
Weight:  

Transit case holds all  
components, making the  

system extremely portable. 

PIPELINE DEMAGNETIZING EQUIPMENT & SERVICES 

Circuit protected 30 Amp  
in-line GFCI circuit breaker 

for safety. 


