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VERLINDE’s Chain hoist 
historical family: latest generation 
of Verlinde technology !

1858

Premier Palan
1974

Eurochain 2

1997

Eurochain VL
2011

Eurochain VR

1950

PEC

1989

Eurochain VE



3

New electric chain hoist 

EUROCHAIN

VX

T H E  N E X T  S T E P

C H A I N  H O I S T

Here comes the new
VERLINDE electric chain hoist

for load from 63 to 10,000 kg.
After two years designing the next 

level of chain hoist technology 
and production, we are ready to 

present our new series in the light 
lifting version.

2019
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EUROCHAIN VX
Electric chain hoist 
for load from 63 to 10,000 kg

Modernized outlook

•  Novelty, hoist dimensions reduced, 
better hook approach.

Optimized chain collector boxes

• Robustness, safety.

Long-life brake disc

•  Improved reliability and safety, 
no adjustments required, low maintenance.

• Proven technology.
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Sturdy hoisting motor

• Reliability due to in-house development.
• Meets and exceeds market’s requirement.
• Improved airlow for better cooling of the motor.
• Optimized utilization time.
• Enhance safety due to overheating preventive sensors.

More power with optimized gear parts and more 
safety thanks to the new clutch design

•  Improved serviceability, wide range of ratios to it 
better customer applications to maximize productivity, 
more precise and durable clutch setting, easiness of 
clutch adjustment, protects people, hoist, crane and 
building structure from overloads.

• Proven technology.

Long-life limit switch

•  Safety, hook positioning, monitoring, 
proven technology.

New bracket suspension

•  Easy installation, compatibility 
with existing trolleys.

•  Improved hook path due to reduced 
C-dimension.
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EUROCHAIN VX
Electric chain hoist 
for load from 63 to 10,000 kg

EUROCHAIN VX hoist range

Load (kg) Hoist type Group (ISO)
Lifting speed

(m/min) Reeving Chain size

63

VX2 0608b3 M6 8/2 1 4.1 x 12.1

VX2 0612b3 M6 12/3 1 4.1 x 12.1

VX2 0616b3 M6 16/4 1 4.1 x 12.1

VX2 0624b3 M6 24/6 1 4.1 x 12.1

125

VX2 1208b3 M6 8/2 1 4.1 x 12.1

VX2 1212b3 M6 12/3 1 4.1 x 12.1

VX2 1216b2 M5 16/4 1 4.1 x 12.1

160

VX2 1608b3 M6 8/2 1 4.1 x 12.1

VX2 1612b3 M6 12/3 1 4.1 x 12.1

VX5 1616b1 M4 16/4 1 5.1 x 15.1

250

VX2 2508b2 M5 8/2 1 4.1 x 12.1

VX5 2512b1 M4 12/3 1 5.1 x 15.1

VX5 2504b3 M6 4/1 1 5.1 x 15.1

VX5 2508b3 M6 8/2 1 5.1 x 15.1

VX5 2516b2 M5 16/4 1 5.1 x 15.1

320 VX5 3208b2 M5 8/2 1 5.1 x 15.1

500

VX2 5004b2 M5 4 / 1 2 4,1 x 12,1

VX5 5004b2 M5 4 / 1 1 5.1 x 15.1

VX5 5008b2 M5 8 / 2 1 5.1 x 15.1

VX10 5012b2* M5 12 / 3 1 7.2 x 21.1

VX10 5004b2* M5 4 / 1 1 7.2 x 21.1

VX10 5008b3* M6 8 / 2 1 7.2 x 21.1

VX10 5016b2* M5 16 / 4 1 7.2 x 21.1

630
VX5 6304b2 M5 4/1 2 5.1 x 15.1

VX10 6316b1* M4 16/4 1 7.2 x 21.1

1000

VX5 1004b2 M5 4/1 2 5.1 x 15.1

VX10 1004b2* M5 4/1 1 7.2 x 21.1

VX10 1006b2* M5 6/1,5 1 7.2 x 21.1

VX10 1008b2* M5 8/2 1 7.2 x 21.1

1250

VX10 1204b1* M4 4/1 1 7.2 x 21.1

VX10 1208b1* M4 8/2 1 7.2 x 21.1

VX10 1204b2* M5 4/1 2 7.2 x 21.1

VX10 1204b2* M5 6/1,5 2 7.2 x 21.1

1600
VX10 1604b2* M5 4/1 2 7.2 x 21.1

VX10 1606b2* M5 6/1,5 2 7.2 x 21.1

2000
VX10 2004b2* M5 4/1 2 7.2 x 21.1

VX10 2006b1* M4 6/1,5 2 7.2 x 21.1

2500 VX10 2504b1* M4 4/1 2 7.2 x 21.1

From 2,500 to 10,000 kg consult us
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The electric chain hoist EUROCHAIN VX includes 
the following equipment as standard:
• Height of lift 3 m.
• Bracket suspension for suspended hoist.
• 2 hoisting speeds.
• Safety limit switch for upper & lower position.
• IP55 hoisting & travelling motor protection.
• Load chain galvanized.
• Control cable 2,5 m.
•  2 buttons pendant for hook suspended hoist 

or manual trolley.
• 4 buttons pendant for hoist with electric trolley.
•  Power supply 400V/3Ph/50Hz or 415V/3Ph 

50 Hz or 460V/3Ph /60 Hz.
• Low voltage control 48 V.
• Torque limitor.
• Chain collector.
• Emergency stop button mushroom type.
• Paint 5 years guaranted (RAL 7021).
•  Variable travelling speed 

(for hoist with electric trolley)
• 2 years guaranted.

Standard equipments

• Fixed hoist suspended by bracket.
• Hoist on monorail push trolley.
• Hoist on monorail motorized trolley.

Available versions

• Non standard power supply (ex. : 230 3ph).
• ACF board for direct control hoist.
• Hard wired control (48V).
• Stainless steel lifting chain and hook.
• Self locking hook.
• Time meter.
• Radio remote control.
• Pendant with 4 or 6 buttons.
• Key switch on pendant.
• Travel limit switches.
• Non standard length on power supply cable.
• Non standard power supply plug (4 or 5 poles).
• Rain cover.
• Brake manual release.
• Food contact oil (NSF H1).
•  Gear limit switches 

2 or 4 steps.

Options available

Hoist dimensions

Hoist type

Dimensions (mm)

Weight w/o chain (kg)A B C

EUROCHAIN VX2 387 297.6 141 22.5 (24.1*)

EUROCHAIN VX5 410 345.9 157 30 (35.3*)

EUROCHAIN VX10 483 417 196 53

*Hoist with counterweigth

A B
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Electric chain hoist, Verlinde eurochain VX

General:

The new generation VERLINDE electric chain hoist VX for loads from 63 to 10,000 kg. 

Standard equiped with:

• Height of lift 6 m. (other lifting heights possible)

• Standard Control cable 5.5 mtr.

• 2 hoisting speeds.

• Safety limit switch for upper & lower position.

• IP55 hoisting & travelling motor protection.

• Load chain galvanized.

• 2 buttons pendant for hook suspended hoist

or manual trolley.

• 4 buttons pendant for hoist with electric trolley.

• Power supply 400V/3Ph/50Hz or 415V/3Ph

50 Hz or 460V/3Ph /60 Hz.

• Low voltage control 48 V.

• Torque limitor.

• Chain collector.

• Emergency stop button mushroom type.

• Variable travelling speed (for hoist with electric trolley)

• Complies with the CE machine directive.

Optional:

• Non standard power supply (ex. : 230 3ph).

• ACF board for direct control hoist.

• Hard wired control (48V).

• Stainless steel lifting chain and hook.

• Self locking hook.

• Time meter.

• Radio remote control.

• Pendant with 4 or 6 buttons.

• Key switch on pendant.

• Travel limit switches.

• Non standard length on power supply cable.

• Non standard power supply plug (4 or 5 poles).

• Rain cover.

• Brake manual release.

• Food contact oil (NSF H1).

• Gear limit switches 2 or 4 steps.

Available versions (on request):

• Fixed hoist suspended by hook.

• Hoist on monorail push trolley.

• Hoist on monorail motorized trolley.

Marking: CE-marked

 

Select a row from the table below, then click the add to quote button

Part Code Code WLL Lifting height

m

chain Ø 

mm

Lifting speed

m/min.

Number of falls Duty Class ISO

13.06VX020616B3060 VX2 0616b3 63 6 4.2x12.2 16 - 4 1 M6

13.06VX020624B3060 VX2 0624b3 63 6 4.2x12.2 24 - 6 1 M6
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