
Installation shipset class II 75 ‐ <200 m

ZET‐Horn 131/141AC
Makrofon M75F/260
Signal Automaton 6+S

Maneuver Signal Lamp TS1a
Push‐buttons

Extras: SRD / Bell / Gong



Overview shipset class II



ZET‐Horn 131/141AC
without vibration dampers



Pictures ZET‐Horn

3 phase 440V  U V W



Control box 4476.1
for ZET‐Horn



Control box 4476.1



Connection diagram
ZET‐Horn with control box 4476.1     

6+S or 10+SBG

include anti-
condensation 
heating



Picture control box 4476.1
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MAKROFON M75F/260

Connecting 
diagram

To be shipyard     
provided



Picture M75F/260
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Air filter F3

Air intake



Signal Automaton 6+S



Connection diagram 6+S

External push 
button



Pictures 6+S
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Maneuver signal lamp TS1a

Spare bulb



External push button

wall 
mounted

flush 
mounted



Pictures push‐buttons

symbol lamp        symbol horn
protection IP65    protection IP67



EXTRAS
Sound signal reception device 

SRD414/2
Bell and Gong



Overview extras



SRD 414/2
Master control panel Microphone senor unit



Connection diagram SRD 414/2

to mute the 
SRD



Pictures SRD 414/2



Pictures SRD 414/2
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10+SGA with ZB/ZG110





Pictures 10+SGA   ZB/ZG110



Mechanical bell 300 and gong 500


