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Pitch 12.7 mm (0.50 in.)

First generation 
FG

uni M-SNB M2 & M3
Straight running

uni M-SNB M3 – strong small  
pitched belt

The uni M-SNB M3 is developed 
for tight transfer, high speed and 
low profile conveyors in both food 
and non food industries. The 0.5 
in. pitch, bi-directional belt ensures 
product stability even in nosebar and 
high speed applications thanks to  
the rounded bottom surface. 

The uni M-SNB M3 belt increases 
performance in the following 
industries/applications:

   ral conveyance, cooling lines, metal 
   detectors and packaging lines

   pack lines and metal detectors

 
   sorting lines and weighing scales

   depalletizers and accumulation 
   tables

   including palletizers, mass hand-
   ling, transfer conveyors, discharge 
   conveyors and accumulation tables

Product features and operational 
benefits:

   nosebar applications

   applications with tight transfers

 
   longer conveyors

 
   for easy maintenance

   reducing pulsation

   product stability and reducing  
   backline pressure

uni M-SNB M2  is suitable for long  
conveyors with full cans and bottles. 

 

   side wear. 
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First generation 
FG

uni M-SNB M2 & M3
Straight running

Standard Selection

uni M-SNB M2 & M3

uni M-SNB M3
Surface opening 14%

Materials See page 8 

See page 117 

See page 172

Patent Patented

Straight running

See page 12

Alternatives

Dimensions

in.

Dimensional Sketch

Standard Materials and Colors

  Type
Standard materials 

and colors
Standard pin 

materials and colors

  uni M-SNB M2

Standard Bricklayed Belt Widths ®

in. in. in. in. in.

On above belt width values, the belt width tolerance on standard materials is +0/-0.4% at 23°C/73°F.

Running directio
n

uni M-SNB M2
Surface opening 14%

Running directio
n

  uni M-SNB M3

Alternative pin materials and colors: See to the right.
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First generation 
FG

uni M-SNB M2 & M3
Straight running

uni M-SNB M3 Single Link®

®
 is available in the following 

standard widths:

Belt Weights

  Belt material

  uni M-SNB

Permissible Tensile Strength

Nosebars Min. Dimensions

B min.

A min.

C min.

mm in.

Standard Selection Accessories

uni M-SNB M3 Rubber Insertsuni M-SNB M3 Rubber Inserts

DimensionsDimensional Sketch

Standard Material and Color:
Rubber inserts can be assembled in any belt surface

upon customer request.

  uni M-SNB
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  Pin material plastic steel plastic steel plastic steel

  Belt material

uni M-SNB M2 & M3 Single Link
® 

standard materials and colors see page 115.
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First generation 
FG

uni M-SNB M2 & M3
Straight running

Width of sprockets: 
Tooth width:
Standard material: PA6

Standard Sprockets 

Hub diameterOverall diameterPitch diameterNo. of
teeth

Reference no. 
plastic

Bore

* Minimum/maximum round bore.

Placement of Wearstrips and Sprockets

in. in. in. in.

Other sprocket sizes are available upon request. Two-part sprockets are available upon request. 

No. 
of

teeth

Minimum 
B-dimension

Wearstrip 
distance A

in. in.

Max. Load per Sprocket

  Belt material

  uni M-SNB


