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一 般 仕 様 
General Specification 

承  認 確  認 作  成 
ＡＰＰＲＯＶＥＤ ＣＨＥＣＫＥＤ ＰＲＥＰＡＲＥＤ

型式（ＭＯＤＥＬ）： ＭＲＣＣ－１５Ａ－Ｈ－Ｎ 

ＳＰＣ．Ｎｏ．： ＲＣＣ１５－０２０２ 
・据付場所 

  一般工場内、振動のない水平な場所、 塵埃の少ない場所、及びクーラント液、ミスト液等がかからない場所。 

・Installation place 

Flat place in an ordinary factory without vibration. 

Do not install the OIL MATIC in dusty environment or places exposed to mist of coolant, water etc. 

・運搬・移動 

  運搬・移動の際は４０度以上前後左右に傾斜させないで、強いショックや振動を与えないで下さい。 

・Conveyance 

Never tilt the OIL MATIC more than 40°in any direction: forward, backward, right ,or left. The OIL MATIC should not be jolted. 

・保証期間 

 （１） 保証期間は、納入後１５ヶ月、又は据付後１２ヶ月以内の、何れか早く経過するまでの期間とします。 

 （２） ただし、使用環境、使用条件などにより、本装置の寿命に影響をおよぼす場合は、この保証期間が適用されない場合があります。 

・Guarantee period 

(1) The period of guarantee shall be the earlier time of either 15 months after delivery or 12 months after installation. 

(2) When operating environment and condition shorten the life of this equipment, the guarantee might not apply. 

・保証範囲 

 （１） 国内にて保証期間内に生じた弊社の責任による故障に対しては、無償にて本装置を修理、又は新品と交換致します。 

     海外に於いては、国内貴社御指定場所より本装置を引取り、無償にて本装置を修理、又は新品と交換し国内貴社御指定場所に納入致します。 

ただし、次に該当する場合は、この対象範囲から除外させていただきます。 

１） カタログ、取扱説明書やﾕｰｻﾞｰｽﾞﾏﾆｭｱﾙなどに記載されている以外の不適当な条件、環境、取り扱い、使用方法などに起因した故障の場合。 

２） 故障の原因が本装置以外の理由による場合。 

３） 当社以外による改造、修理に起因した故障。 

４） 保守部品が正しく保守、交換されていなかったことに起因する場合。 

５） 製品本来の使い方以外の使用による場合。 

６） その他、天災、災害など当社の責でない原因による場合。 

 （２） 本装置の故障から誘発される、いかなる損害（機械・装置の損害または損失、逸失利益など）は保証から除外させていただきます。 

・Guarantee coverage 

(1) When failure occurs during guarantee period in domestic, this equipment shall be repaired free of charge or replaced with a new one. 

 In case of overseas, this equipment is received at the designated place in domestic, it is delivered to the designated place in domestic 

after repairing or replacing free of charge. 

The following are not covered by the guarantee. 

1) Failure caused by improper condition, environment, handling, how to use except as noted catalog, service manual, user's manual. 

2) Failure caused by except the equipment. 

3) Failure caused by unauthorized repair or modification. 

4) Failure caused by improper maintenance or replacement. 

5) Failure caused by incorrect use. 

6) Failure caused by fire or natural disaster. 

(2)  The damages (Damage or lost profit of machine・equipment etc.) occurred by failure of this equipment do not guarantee. 

・検査 

  本装置は、社内検査合格後、検査合格証と共に納入致します。 

・Inspection 

This equipment will be delivered together with the inspection certificate after completing in-plant inspection. 

・本装置の取扱にあたっては、別紙の取扱説明書の１項「安全のために」及び２項「一般注意事項」を参照して誤りなくご使用下さい。 

・Please refer to attached Service Manual, then check the Item 1. “SAFETY PRECAUTIONS” and the Item 2. “GENERAL INSTRUCTIONS” in order to  

use OIL MATIC correctly. 

０２ － ‘１９－０７－０１ 
制御基板変更 

インバータ変更 
田中  

０１ － ‘１８－０６－２８ 
高圧側にサービスバルブ追加 

電気回路図記号変更 
牧野 石川 

０１ － ‘１１－１２－０５ 

インバータ基板変更 

サーキットブレーカ型式変更（生産中止の為） 

和文仕様→和英併記仕様に変更 

牧野 石川 

ＳＰＣ．変更Ｎｏ． 
SPC. CHANGE No. 

△変更Ｎｏ． 
ΔCHANGE No. 

変更年月日 
CHANGE A DATE 

変 更 内 容 
CHANGE CONTENTS 

担 当 
CHARGED

検 印
CHECKED

ＫＴＶ、ＣＧ、ＭＲＣ、ＭＬＣ、ＣＡ型

田中
'19.07.01

里咲

小嶋
'19.07.01

佑介

石川
'19.07.02

一仁

石
川



仕  様  表（１／２） 
承 認 確 認 作 成 

 △変更Ｎｏ．  

型 式 ＭＲＣＣ－１５Ａ－Ｈ－Ｎ 

Ｓ Ｐ Ｃ ． Ｎ ｏ ． ＲＣＣ１５－０２０２ 

外        観 鋼鈑焼付塗装 関東精機標準色 ※別途指定塗装可 

周 囲 温 度 条 件 ５～４５℃以内 

冷 却 能 力 
０Ｗ～６０００Ｗ （冷却能力は、油温、周囲温度、油の動粘度、油の流量、電源周波数等により

異なります。） 

冷凍コンプレッサ  全密閉型圧縮機 称呼容量 １５００Ｗ．２Ｐ

冷 媒 Ｒ－４０７Ｃ（ＨＦＣ－３２／１２５／１３４ａ） 

冷 媒 充 填 量 ２１５０ｇ 

凝 縮 器 強制空冷式 クロスフィン型  空冷用ファンモータ ６０Ｗ．４Ｐ×２ 

冷 却 器 

シェルアンドチューブ定流量循環式 

 最小油循環量 ２５Ｌ／ｍｉｎ   耐圧圧力 ０．２ＭＰａ(通常は０．１５ＭＰａ以下で御使用下さ

い)

温 度 精 度 
変動巾  ±０．２℃以内（定常状態） 

条件：周囲温度 許容変動値で±３℃以内 

電 源 

ＡＣ２００Ｖ ５０／６０Ｈｚ ＡＣ２２０Ｖ ６０Ｈｚ ３Ｐｈ 

動力回路 ＡＣ２００Ｖ ５０／６０Ｈｚ ＡＣ２２０Ｖ ６０Ｈｚ ３Ｐｈ 

制御回路 ＤＣ２４Ｖ

最大運転電流  １２Ａ （４．２ｋＶＡ） 

通常運転電流  ９Ａ （３．２ｋＶＡ） 室温＝戻り液温＝３５℃で１２０Ｈｚ運転の時 

温 度 調 節 器

マイコン内蔵多機能型インバータコントローラ（出荷時設定：室温追従式 戻り液温制御） 

設定範囲 追従式 室温 －９．９～＋９．９℃ 

一定式     ５～４５℃ 

（但し、液温が５～４５℃の範囲を越えないこと） 

・アラーム表示、出力機能付 

警報種類 

１、オイルマチック異常警報（６種類） 

２、アラーム 1（液温上限警報、液温下限警報、液温上下限警報、エアフィルタ清掃サインの１

つを選択） 

３、アラーム２（液温上限警報、液温下限警報、液温上下限警報、エアフィルタ清掃サインの１

つを選択） 

・起動用タイマー機能付 設定範囲０．１時間～９９．９時間（最小設定間隔０．１時間） 

・一定式、追従式に切換可能 

・個別アラーム表示（ポンプモータ過負荷、冷凍回路異常警報、ヒーター異常、インバータ基板

異常、 

センサー断線、通信断線） 

・低温カット機能付（出荷時設定： ５℃）

・オートチューニング機能

・パラメータロック機能

・凍結防止機能（３℃固定）

・室温検出センサーは装備しておりますが、他の場所を基準温度とする場合は別途でセンサー

を 

購入して下さい。 

保 護 装 置
過電流・過負荷保護装置(コンプレッサ用、ファンモータ用、ヒーター用、制御回路用) 

コンプレッサ保護サーモ、逆相保護装置、冷凍回路圧力保護装置、ヒーター空炊防止サーモ 

質        量 １８０ｋｇ 

ヒ ー タ ー フランジヒーター ２ｋＷ 

予 備 部 品 ヒューズ 使用数の１００％付属 

田中
'19.07.01

里咲

小嶋
'19.07.01

佑介

石川
'19.07.02

一仁



仕  様  表（２／２） 
承 認 確 認 作 成 

 △変更Ｎｏ．  

信 号 端 子 部 

適 合 電 線 仕 様 

●適合電線 

０．１４～１．５ｍｍ２ （２２～１６ＡＷＧ）  

剥き線長さ ６ｍｍ  

●推奨棒端子（フェニックスコンタクト製フェルール） 

ＡＩ０．２５－６ＢＵ【3203040】（０．２５ｍｍ２）  

ＡＩ０．３４－６ＴＱ【3203053】（０．３４ｍｍ２）  

ＡＩ０．５－６ＷＨ【320087】（０．５ｍｍ２）  

ＡＩ０．７５－６ＧＹ【3200690】（０．７５ｍｍ２）  

ＡＩ１－６ＲＤ【3200742】（１ｍｍ２）  

ＡＩ１．５－６ＢＫ【3200755】（１．５ｍｍ２）  

Ａ０．５－６【3200218】（０．５ｍｍ２）  

Ａ０．７５－６【3200221】（０．７５ｍｍ２）  

Ａ１－６【3200247】（１ｍｍ２） 

備 考

・本調整機を御使用する際は、マグネットセパレータやフィルター等のろ過装置を装備し、清浄な液を

循環して下さい｡ 

・周囲温度条件は５～４５℃になっています。 

使用液が水溶性クーラント液の場合、周囲温度が０℃以下になりますと本体内の液が凍結して本体

が損傷することがありますので周囲温度が０℃以下になる場合は液を抜いて下さい。 

・必ず循環ポンプ運転信号（１－８間）を入力して御使用下さい。「開」の状態ではＡＬ０５が発生

し、装置が起動しません。また、使用液が水溶性クーラント液の場合液が循環していない状態

で、本装置を運転すると凍結破損の恐れがありますので、必ず装置内を液が循環している状態

で御使用下さい。

・本調整機はゴムホース、パッキン等を使用しております。使用する液の添加剤によっては、ゴムの

シール面を侵し、液漏れする場合がありますのでご注意ください。 

・切削粉等の異物が混入すると熱交換器が目詰まりし、冷却能力の低下や液が凍結して故障の原

因になりますので、定期的な清掃をして下さい。 

田中
'19.07.01

里咲

小嶋
'19.07.01

佑介

石川
'19.07.02

一仁



ＳＰＥＣＩＦＩＣＡＴＩＯＮ ＳＨＥＥＴ（1/2）

ＡＰＰＲＯＶＥＤ ＣＨＥＣＫＥＤ ＰＲＥＰＡＲＥＤ 

 △Change No.  

M o d e l MRCC-15A-H-N 

S P C .  N o . RCC15-0202 

A p p e a r a n c e 
Steel plate with baking finish    Standard color of Kanto Seiki ※Cope with the specified paint 

separately 

A m b i e n t  t e m p . 

c o n d i t i o n s 
Within 5～45℃ 

Cool i ng capaci ty 
0～6000W (Cooling capacity depend on the conditions for oil temp., ambient temp.,   

kinetic viscosity of oil, oil flow rate and power supply frequency.) 

R e f r i g e r a t i o n 

c o m p r e s s o r 
Totally-enclosed compressor Nominal capacity 1500W. 2P

R e f r i g e r a n t R-407C(HFC-32/125/134a) 

R e f r i g e r a n t 

n o r m a l  c h a r g e 
2150g 

C o n d e n s e r Forced air cooling system Cross-fin type    Fan motor for air cooling 60W. 4P×2 

C o o l e r 
Shell and tube constant flow value circulation type   

Minimum oil circulation value  25L/min   Resist pressure 0.2MPa(Use less than 0.15MPa)

Temp .  ac cu r a cy 
Temp. accuracy within ±0.2℃ (Stability state) (Condition: Ambient temp. is within ±3℃ 

fluctuation) 

P o w e r  s o u r c e 

AC200V 50/60Hz AC220V 60Hz 3Ph 

Power circuit AC200V 50/60Hz AC220V 60Hz 3Ph 

Control circuit DC24V

Max operating current   12A （4.2kVA） 

Normalｌｙ operating current 9A（3.2kVA） Room temp.=Inlet fluid temp.=35℃ with 120Hz 

operation 

Temp.  cont ro l le r

Multi-function inverter controller built-in microcomputer   

(Factory default: Room temp. follow-up mode Inlet fluid temp. control)  

Set range ：Follow up type  Room temp.  9.9～+9.9℃  

Set range ：Constant type           5～45℃（Fluid temp. is limited within 5～45℃）  

・With alarm indications, output functions   

Alarm kinds    

1. OIL MATIC alarm (6kinds)  

2. Alarm1（Select one of the next warnings; Fluid temp. upper limit alarm, Fluid temp. lower   

limit alarm, Fluid temp. upper and lower limits alarm, air filter cleaning signature)  

3. Alarm2（Select one of the next warnings; Fluid temp. upper limit alarm, Fluid temp. lower   

limit alarm, Fluid temp. upper and lower limits alarm, air filter cleaning signature)  

・With start-up timer function   Set range 0.1 to 99.9 hours (Minimum set interval 0.1 hours)  

・Enable to change from follow up type to constant type  

・Individual alarm indications (Pump motor over load, Refrigeration circuit alarm, Heater alarm, 

Alarm for inverter pc board, Sensor disconnection, Communication disconnection)  

・With low temp. cut function (Factory default: 5℃)   

・Automatic tuning function  

・Parameter lock function  

・With freezing prevention function(3℃ fixing)  

・Room temp. detecting sensor is equipped. Please purchase the other sensor if the other 

place is base temp. 

Protective devices

Over current, over load protecting devices (for compressor, for fan motor, for heater,  for 

control circuit) Thermal protector for compressor, Reverse phase protective devices,  

Refrigeration circuit pressure protective device, Boil-dry protection thermostat for heater 

M a s s 180kg 

H e a t e r Flange type heater 2kW 

S p a r e  p a r t s Fuses Attached 100% of the number of use 

田中
'19.07.01

里咲

小嶋
'19.07.01

佑介

石川
'19.07.02

一仁



ＳＰＥＣＩＦＩＣＡＴＩＯＮ ＳＨＥＥＴ（2/2）

ＡＰＰＲＯＶＥＤ ＣＨＥＣＫＥＤ ＰＲＥＰＡＲＥＤ 

 △Change No.  

F i t n e s s  w i r e 

s p e c i f i c a t i o n 

o f  s i g n a l 

t e r m i n a l  p a r t

●Fitness wire specification 

０．１４～１．５ｍｍ２ （２２～１６ＡＷＧ）  

Stripping length ６ｍｍ  

●Recommended ferrule (Manufacturing PHAENIX CONTACT) 

ＡＩ０．２５－６ＢＵ【3203040】（０．２５ｍｍ２）  

ＡＩ０．３４－６ＴＱ【3203053】（０．３４ｍｍ２）  

ＡＩ０．５－６ＷＨ【320087】（０．５ｍｍ２）  

ＡＩ０．７５－６ＧＹ【3200690】（０．７５ｍｍ２）  

ＡＩ１－６ＲＤ【3200742】（１ｍｍ２）  

ＡＩ１．５－６ＢＫ【3200755】（１．５ｍｍ２）  

Ａ０．５－６【3200218】（０．５ｍｍ２）  

Ａ０．７５－６【3200221】（０．７５ｍｍ２）  

Ａ１－６【3200247】（１ｍｍ２） 

C o m m e n t

・Please use filtration equipment (magnet separator or filter etc.) and circulate a clean fluid.  

・Ambient temp. condition is 5～45℃.In case of using water-soluble fluid, when ambient temp. 

is less than 0℃, cooler in OILMATIC is frozen and broken. So in the case drain fluid in 

OILMATIC to prevent freezing.  

・Be sure to use pump operation signal (1-8) . This OIL MATIC does not work, because “AL05” 

occurs at the condition of “Open”. Also, if the liquid used is water-soluble coolant, in a state in 

which the liquid is not circulating, because there is a risk of freeze damage when you operate 

the device, please use in a in a state in which the liquid is circulated sure equipment.

・The OILMATIC is using a rubber hose, packing, etc. Please keep in mind that it may cause the 

liquid leak of the sealing surface of rubber depending on the additive agent of the liquid.  

・Dust accumulated in the OILMATIC, the cooler is clogged, cooling capacity falls and fluid in 

cooler is frozen. So annual cleaning is recommended to prevent the damage of OILMATIC. 

田中
'19.07.01

里咲

小嶋
'19.07.01

佑介

石川
'19.07.02
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