
P R O D U C T  D AT A  S H E E T

PROGRAMMING UNIT
TR-EM-268 (USB)
Features:
• Supply:   3 - 6 V / 30 mA
• Baud rate:   9600 b/s ± 10 %
• USB cable length:  1,8 m 
• Weight:  100 g
• Item number:  TR-EM-268

The TR-EM-268 is a programming unit used for 

changing and copying parameters as well as 

monitoring dynamic values in driver units. The TR-EM-

268 is equipped with a USB-cable, which facilitates 

easy editing of parameters with the Ementool Lite 

software. Edited parameters can be copied to driver 

devices by connecting the TR-EM-268 to the target 

driver.

The specified product is produced by Electromen OY



Terms of use
The user is responsible for determining the suitability of LINAK products for specific application. 
LINAK takes great care in providing accurate and up-to-date information on its products. 
However, due to continuous development in order to improve its products, LINAK products are 
subject to frequent modifications and changes without prior notice. Therefore, LINAK cannot 
guarantee the correct and actual status of said information on its products. 
While LINAK uses its best efforts to fulfil orders, LINAK cannot, for the same reasons as 
mentioned above, guarantee the availability of any particular product. Therefore, LINAK reserves 
the right to discontinue the sale of any product displayed on its website or listed in its catalogues 
or other written material drawn up by LINAK.
All sales are subject to the Standard Terms of Sale and Delivery for LINAK. For a copy hereof, 
please contact LINAK.
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