
∅20

Dh Dd L0 R S1 Sv1 SA1 F1 S2 Sv2 SA2 F2 S3 Sv3 SA3 F3 S4 Sv4 SA4 F4
241.14.20.025 20,0 10,0  25 55,8  3,9  1,7  2,2 218  5,2  1,7  3,5 290  5,9  1,7  4,2 329  6,5  2,3  4,2 363
241.14.20.032 20,0 10,0  32 45,0  4,8  2,1  2,7 216  6,4  2,1  4,3 288  7,2  2,1  5,1 324  8,0  2,9  5,1 360
241.14.20.038 20,0 10,0  38 33,4  5,7  2,5  3,2 190  7,6  2,5  5,1 254  8,6  2,5  6,1 287  9,5  3,4  6,1 317
241.14.20.044 20,0 10,0  44 30,0  6,9  3,0  3,9 207  9,2  3,0  6,2 276 10,4  3,0  7,4 312 11,5  4,1  7,4 345
241.14.20.051 20,0 10,0  51 24,5  7,8  3,4  4,4 191 10,4  3,4  7,0 255 11,7  3,4  8,3 287 13,0  4,7  8,3 319
241.14.20.064 20,0 10,0  64 20,0  9,6  4,2  5,4 192 12,8  4,2  8,6 256 14,4  4,2 10,2 288 16,0  5,8 10,2 320
241.14.20.076 20,0 10,0  76 16,0 12,0  5,2  6,8 192 16,0  5,2 10,8 256 18,0  5,2 12,8 288 20,0  7,2 12,8 320
241.14.20.089 20,0 10,0  89 14,0 13,8  6,0  7,8 193 18,4  6,0 12,4 258 20,7  6,0 14,7 290 23,0  8,3 14,7 322
241.14.20.102 20,0 10,0 102 12,0 15,9  6,9  9,0 191 21,2  6,9 14,3 254 23,9  6,9 17,0 287 26,5  9,5 17,0 318
241.14.20.115 20,0 10,0 115 10,9 18,0  7,8 10,2 196 24,0  7,8 16,2 262 27,0  7,8 19,2 294 30,0 10,8 19,2 327
241.14.20.127 20,0 10,0 127  9,5 20,1  8,7 11,4 191 26,8  8,7 18,1 255 30,2  8,7 21,5 287 33,5 12,1 21,4 318
241.14.20.139 20,0 10,0 139  8,4 21,9  9,5 12,4 184 29,2  9,5 19,7 245 32,9  9,5 23,4 276 36,5 13,1 23,4 307
241.14.20.152 20,0 10,0 152  7,6 24,3 10,5 13,8 185 32,4 10,5 21,9 246 36,5 10,5 26,0 277 40,5 14,6 25,9 308
241.14.20.305 20,0 10,0 305  4,0 48,6 21,1 27,5 194 64,8 21,1 43,7 259 72,9 21,1 51,8 292 81,0 29,2 51,8 324

Dh Dd L0 R S5 Sv5 SA5 F5 S6 Sv6 SA6 F6 S7 Sv7 SA7 F7 Sn Ln Fn
241.14.20.025 20,0 10,0  25 55,8  7,2  3,0  4,2 402   8,1  3,9  4,2 452  10,4   7,5   2,9 580  13,0  12,0 725,4
241.14.20.032 20,0 10,0  32 45,0  8,8  3,7  5,1 396   9,9  4,8  5,1 446  12,8   9,3   3,5 576  16,0  16,0 720,0
241.14.20.038 20,0 10,0  38 33,4 10,5  4,4  6,1 351  11,8  5,7  6,1 394  15,2  11,0   4,2 508  19,0  19,0 634,6
241.14.20.044 20,0 10,0  44 30,0 12,7  5,3  7,4 381  14,3  6,9  7,4 429  18,4  13,3   5,1 552  23,0  21,0 690,0
241.14.20.051 20,0 10,0  51 24,5 14,3  6,0  8,3 350  16,1  7,8  8,3 394  20,8  15,1   5,7 510  26,0  25,0 637,0
241.14.20.064 20,0 10,0  64 20,0 17,6  7,4 10,2 352  19,8  9,6 10,2 396  25,6  18,6   7,0 512  32,0  32,0 640,0
241.14.20.076 20,0 10,0  76 16,0 22,0  9,2 12,8 352  24,8 12,0 12,8 397  32,0  23,2   8,8 512  40,0  36,0 640,0
241.14.20.089 20,0 10,0  89 14,0 25,3 10,6 14,7 354  28,5 13,8 14,7 399  36,8  26,7  10,1 515  46,0  43,0 644,0
241.14.20.102 20,0 10,0 102 12,0 29,2 12,2 17,0 350  32,9 15,9 17,0 395  42,4  30,7  11,7 509  53,0  49,0 636,0
241.14.20.115 20,0 10,0 115 10,9 33,0 13,8 19,2 360  37,2 18,0 19,2 405  48,0  34,8  13,2 523  60,0  55,0 654,0
241.14.20.127 20,0 10,0 127  9,5 36,9 15,4 21,5 351  41,5 20,1 21,4 394  53,6  38,9  14,7 509  67,0  60,0 636,5
241.14.20.139 20,0 10,0 139  8,4 40,2 16,8 23,4 338  45,3 21,9 23,4 381  58,4  42,3  16,1 491  73,0  66,0 613,2
241.14.20.152 20,0 10,0 152  7,6 44,6 18,6 26,0 339  50,2 24,3 25,9 382  64,8  47,0  17,8 492  81,0  71,0 615,6
241.14.20.305 20,0 10,0 305  4,0 89,1 37,3 51,8 356 100,0 48,6 51,8 402 129,6  94,0  35,6 518 162,0 143,0 648,0

subject to alterations

Dh = dia. of guide sleeve 
Dd = diameter of guide pin
L0 =  free length of spring
L1…Ln =  length of loaded spring 

(mm) as related to 
spring forces F1…Fn

LBL =  length of compacted-
spring (i.e. wire-to-wire)

F1…Fn =  forces (N) as related to 
length of spring L1…Ln

Sv1…Sv7 =  recommend. preload.
compression, as relat. 
to compress. S1…S7 

S1…Sn =  compr. as related to 
spring forces F1…Fn 

R = spring rate (N/mm) 
SA1…SA7 = working stroke (mm)

High Performance Compression Springs
DIN ISO 10243

241.14. High Performance Compression Springs DIN ISO 10243 Colour: „Green“
30% stroke 40% stroke 45% stroke 50% stroke

Order No

55% stroke 62% stroke 80% stroke 100% stroke
Order No

∅20

Dh Dd L0 R S1 Sv1 SA1 F1 S2 Sv2 SA2 F2 S3 Sv3 SA3 F3 S4 Sv4 SA4 F4
241.15.20.025 20,0 10,0  25 98,1  3,3  1,4  1,9 324  4,4  1,4  3,0 432  5,0  1,4  3,6 491  5,5  2,0  3,5 540
241.15.20.032 20,0 10,0  32 72,7  3,9  1,7  2,2 284  5,2  1,7  3,5 378  5,9  1,7  4,2 429  6,5  2,3  4,2 473
241.15.20.038 20,0 10,0  38 56,0  4,8  2,1  2,7 269  6,4  2,1  4,3 358  7,2  2,1  5,1 403  8,0  2,9  5,1 448
241.15.20.044 20,0 10,0  44 47,6  5,7  2,5  3,2 271  7,6  2,5  5,1 362  8,6  2,5  6,1 409  9,5  3,4  6,1 452
241.15.20.051 20,0 10,0  51 41,7  6,3  2,7  3,6 263  8,4  2,7  5,7 350  9,5  2,7  6,8 396 10,5  3,8  6,7 438
241.15.20.064 20,0 10,0  64 32,3  8,1  3,5  4,6 262 10,8  3,5  7,3 349 12,2  3,5  8,7 394 13,5  4,9  8,6 436
241.15.20.076 20,0 10,0  76 25,1  9,9  4,3  5,6 248 13,2  4,3  8,9 331 14,9  4,3 10,6 374 16,5  5,9 10,6 414
241.15.20.089 20,0 10,0  89 22,0 11,7  5,1  6,6 257 15,6  5,1 10,5 343 17,6  5,1 12,5 387 19,5  7,0 12,5 429
241.15.20.102 20,0 10,0 102 19,8 13,2  5,7  7,5 261 17,6  5,7 11,9 348 19,8  5,7 14,1 392 22,0  7,9 14,1 436
241.15.20.115 20,0 10,0 115 18,2 14,7  6,4  8,3 268 19,6  6,4 13,2 357 22,1  6,4 15,7 402 24,5  8,8 15,7 446
241.15.20.127 20,0 10,0 127 16,6 16,5  7,2  9,3 274 22,0  7,2 14,8 365 24,8  7,2 17,6 412 27,5  9,9 17,6 457
241.15.20.139 20,0 10,0 139 15,1 18,3  7,9 10,4 276 24,4  7,9 16,5 368 27,5  7,9 19,6 415 30,5 11,0 19,5 461
241.15.20.152 20,0 10,0 152 13,2 19,8  8,6 11,2 261 26,4  8,6 17,8 348 29,7  8,6 21,1 392 33,0 11,9 21,1 436
241.15.20.305 20,0 10,0 305  6,1 40,8 17,7 23,1 249 54,4 17,7 36,7 332 61,2 17,7 43,5 373 68,0 24,5 43,5 415

Dh Dd L0 R S5 Sv5 SA5 F5 S6 Sv6 SA6 F6 S7 Sv7 SA7 F7 Sn Ln Fn
241.15.20.025 20,0 10,0  25 98,1  6,1  2,5  3,6 598  6,8  3,3  3,5 667   8,8   6,4   2,4 863  11,0  14,0 1079,1
241.15.20.032 20,0 10,0  32 72,7  7,2  3,0  4,2 523  8,1  3,9  4,2 589  10,4   7,5   2,9 756  13,0  19,0  945,1
241.15.20.038 20,0 10,0  38 56,0  8,8  3,7  5,1 493  9,9  4,8  5,1 554  12,8   9,3   3,5 717  16,0  22,0  896,0
241.15.20.044 20,0 10,0  44 47,6 10,5  4,4  6,1 500 11,8  5,7  6,1 562  15,2  11,0   4,2 724  19,0  25,0  904,4
241.15.20.051 20,0 10,0  51 41,7 11,6  4,8  6,8 484 13,0  6,3  6,7 542  16,8  12,2   4,6 701  21,0  30,0  875,7
241.15.20.064 20,0 10,0  64 32,3 14,9  6,2  8,7 481 16,7  8,1  8,6 539  21,6  15,7   5,9 698  27,0  37,0  872,1
241.15.20.076 20,0 10,0  76 25,1 18,2  7,6 10,6 457 20,5  9,9 10,6 515  26,4  19,1   7,3 663  33,0  43,0  828,3
241.15.20.089 20,0 10,0  89 22,0 21,5  9,0 12,5 473 24,2 11.7 12,5 532  31,2  22,6   8,6 686  39,0  50,0  858,0
241.15.20.102 20,0 10,0 102 19,8 24,2 10,1 14,1 479 27,3 13,2 14,1 541  35,2  25,5   9,7 697  44,0  58,0  871,2
241.15.20.115 20,0 10,0 115 18,2 27,0 11,3 15,7 491 30,4 14,7 15,7 553  39,2  28,4  10,8 713  49,0  66,0  891,8
241.15.20.127 20,0 10,0 127 16,6 30,3 12,7 17,6 503 34,1 16,5 17,6 566  44,0  31,9  12,1 730  55,0  72,0  913,0
241.15.20.139 20,0 10,0 139 15,1 33,6 14,0 19,6 507 37,8 18,3 19,5 571  48,8  35,4  13,4 737  61,0  78,0  921,1
241.15.20.152 20,0 10,0 152 13,2 36,3 15,2 21,1 479 40,9 19,8 21,1 540  52,8  38,3  14,5 697  66,0  86,0  871,2
241.15.20.305 20,0 10,0 305  6,1 74,8 31,3 43,5 456 84,3 40,8 43,5 514 108,8  78,9  29,9 664 136,0 169,0  829,6

subject to alterations

Dh = dia. of guide sleeve 
Dd = diameter of guide pin
L0 =  free length of spring
L1…Ln =  length of loaded spring 

(mm) as related to 
spring forces F1…Fn

LBL =  length of compacted-
spring (i.e. wire-to-wire)

F1…Fn =  forces (N) as related to 
length of spring L1…Ln

Sv1…Sv7 =  recommend. preload.
compression, as relat. 
to compress. S1…S7 

S1…Sn =  compr. as related to 
spring forces F1…Fn 

R = spring rate (N/mm) 
SA1…SA7 = working stroke (mm)

High Performance Compression Springs
DIN ISO 10243

241.15. High Performance Compression Springs DIN ISO 10243 Colour: „Blue“
30% stroke 40% stroke 45% stroke 50% stroke

Order No

55% stroke 62% stroke 80% stroke 100% stroke
Order No

F39




