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Gas spring, with low build height
Mounting variations
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Note:
2)  Attention: 

The spring force must be absor-
bed by the stop surface!

3)  Not for use with composite 
connection.

4)  Square collar flange, non-ro-
tating, fixing for composite 
connection.

5)  Machine screws with hexa-
gonal socket (compact head 
recommended)
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Gas spring, with low build height
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Spring force Diagram displacement versus stroke rise

Pressure rise factor accounts for displacement but not external influences!

Note: 
Initial spring force at 150 bar = 750 daN 
 
Order No for spare parts kit: 2485.12.00750 
 
Pressure medium: Nitrogen N2 
Max. filling pressure: 150 bar 
Min. filling pressure: 25 bar 
Working temperature: 0°C to +80°C 
Temperature related force increase: ± 0.3%/°C 
Max. recommended extensions per minute:  
approx. 15 to 40 (at 20°C) 
Max. piston speed: 1.6 m/s ±
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Order No Strokemax. lmin. l
2485.12.00750.006 6 56 62
2485.12.00750.013 12.7 62.7 75.4
2485.12.00750.019 19 69.1 88.1
2485.12.00750.025 25 75 100
2485.12.00750.038 38.1 88.1 126.2
2485.12.00750.050 50 100 150
2485.12.00750.063 63.5 113.5 177
2485.12.00750.080 80 130 210
2485.12.00750.100 100 150 250
2485.12.00750.125 125 175 300

2485.12.00750.
Gas spring, with low build  
height




