
NOTES:

1.  ALL NOTES ON DRAWING L10-P0-001 APPLY TO THIS

DRAWING.

2.  PERMISSIVE FROM WFI SYSTEM.

3.  EQUIPMENT, PIPING, AND INSTRUMENTATION

SHOWN WITHIN THE VENDOR PACKAGE LINES ARE

CONCEPTUAL ONLY. FINAL VENDOR P&ID'S WILL

DEPICT THE ACTUAL SYSTEM APPLIED BY THE

VENDOR.

4.  CONTRACTOR WILL BE RESPONSIBLE FOR PIPING

AND WIRING BETWEEN VENDOR PACKAGES.

5.  WHEN THE EXTERIOR VIAL WASHER BLOWERS ARE

OPERATING, THE PCS SHALL COMPENSATE THE

ROOM HVAC.

6.  THE CAPPING OPERATION IS ENCLOSED WITHIN THE

CAPPER RABS.

7.  VENDOR PROVIDED, CONTRACTOR INSTALLED

COMMUNICATION/POWER CABLE.

8.  CONTRACTOR TO PROVIDE BIRD AND INSECT

SCREEN.

9.  VENT TO A SAFE LOCATION.

10. CONTRACTOR TO PROVIDE STAINLESS STEEL

SHROUD FOR ALL PIPING AND CABLES FROM THE

CEILING TO POINT OF CONNECTION.  CONTRACTOR

TO PROVIDE ESCUTCHEONS OR OTHER METHODS

TO SEAL PENETRATIONS THRU THE CEILING.

11. WFI SAMPLE LINES MUST BE SLOPED TO BE FREE

DRAINING.

12. REFER TO SPECIFICATION "233113 - METAL DUCTS"

FOR MATERIAL REQUIREMENTS.

13. PROVIDE SEISMIC BREAK FOR LINE PENETRATING

SPINE WALL.

14. HIGH NON-VIABLE PARTICLE COUNT ALARM WILL

CAUSE THE CAPPER AND EXTERIOR VIAL WASHER

TO STOP.

15. ROOM ENVIRONMENT ALARM WILL CAUSE THE

CAPPER AND THE EXTERIOR VIAL WASHER TO STOP.

16. CAPPER RABS FAN FAILURE WILL CAUSE THE

CAPPER AND EXTERIOR VIAL WASHER TO STOP.

17. WFI TEMPERATURE TOO HIGH WILL CAUSE THE

CAPPER AND EXTERIOR VIAL WASHER TO STOP.

18. CONTRACTOR TO PROVIDE EQUIPMENT ITEM BASED

ON INFORMATION ON THIS DRAWING.
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