
Material Data Sheet (Valid from 01.05.2018)

Material type: 

Polymer base :

Physical Properties Status Norm Unit Average

General

Colour S Gelb / Yellow

Density S ISO-845 Kg / m³ 500 +/-50

Cell Structure S Mikrozellig gemischt / Microcellular mixed

Compression %

Operating temperature D Internal °C > 100

Elongation D % >400

Shore Firmness 0 ° Shore 0

Shore 00 D ASTM D2240 °00 80

Shore A D ISO 868-1985 °A 40

Cycle stability V Internal A

Aging resistance V Internal A

dynamic V Internal A

Compression hardness  S ISO-3386-1 kPa / mm² Typical application

mm ( % )

7 mm Ejector V 1,8 mm / 26% 470 Solid board up to  0,6 mm

7 mm Ejector V 2,2 mm / 31% 560 Solid board 0,6-1,5 mm

7 mm Ejector V 3,0 mm / 43% 760 Corrugated flat 1,5 - 3 mm

0 0

11 mm Ejector V 3,0 mm / 27% 360 Corrugated flat 1,5 - 3 mm

11 mm Ejector V 3,5 mm / 32% 410 Corrugated flat 3-4 mm

11 mm Ejector V 4,0 mm / 36% 460 Corrugated flat >5 mm

0 0

14 mm Ejector V 6,3 mm / 45% 750 Corrugated Rotation 1,5 - 3 mm

14 mm Ejector V 6,8 mm / 49% 855 Corrugated Rotation 3-4 mm

14 mm Ejector V 7,5 mm / 54% 1050 Corrugated Rotation >5 mm

0 0

16 mm Ejector V 6,3 mm / 39% 720 Corrugated Rotation 1,5-3 mm

16 mm Ejector V 6,8 mm / 45% 790 Corrugated Rotation 3-4 mm

16 mm Ejector V 7,5 mm / 47% 910 Corrugated Rotation >5 mm

S= Specification V = Preliminary values n.A.= Not relevant

with application-typical deflection

D = Final values

A&M Stanzformzubehör provides this technical information and application recommendations for its customers as a service. The above data are compiled to the best of 

our knowledge and know how. All properties are based on individual values (approximate nominal densities) and are to be considered as guidelines only and not as 

specifications. They apply to the material in the delivered condition without additional treatment. From the above named, can however, binding conclusions not be drawn of 

the behavior in a specific installation situation or steel rule die applications, given the multitude of possible installation and operating conditions. A warranty claim can not be 

derived from this. In cases of uncertainty, we ask you to consult us and provide us with details of the application and installation situation. This technical data sheet is not 

subject to any change service.

Zellpolyurethan RG50

PU / MDI
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