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TG 940
Interessante proposta per ridurre il volume  
dei pneumatici usati.

Consente di sezionarli e ridurli a piccoli pezzi a 
tutto vantaggio	dell’ingombro	e	successivo	trasporto	
nei luoghi di smaltimento.

La	robusta	protezione	metallica	consente	di	operare 
in condizioni di massima sicurezza.

TT 940
Il	tagliatalloni	TT940	è	un	accessorio opzionale del tagliagomme 
TG940.

La	sua	 funzione	è	quella	di	 tagliare	 la	 fiancata	del	pneumatico	
nella parte più difficoltosa (dove sono presenti i fili d’acciaio). 

•	Lunghezza	di	taglio:	110	mm.	•	Pressione	d’esercizio:	8	bar.	

•	Dimensioni:	570x	780x	1350	mm.	•	Peso:	55	kg.

Interesting offer to reduce the volume 
of used tyres.

It	 allows	 cutting and tearing them into small 
pieces, thus reducing	 the	 space	 required	 for	
their	 storage	 and	 subsequent	 transport	 to	 disposal	
facilities.

The	 sturdy	 metal	 protection	 allows	 to	 operate  
in conditions of maximum safety.

Tensione	di	alimentazione	/	Power	supply	voltage 230/400	V	3ph	50	Hz

Potenza	assorbita	/	Absorbed	power 1600	W

Dimensioni	/	Dimensions 810	x	810	x	1250	mm

Peso	/	Weight 100	kg

DATI TECNICI

TECHNICAL	
DATA

The	TT940	bead	cutter	 is	an	optional accessory	of	the	TG940	
tyre cutter.

It	is	used	to	cut	the	tyre	sidewall	in	the	most	difficult	part	(where	
there	are	steel	wires).	

•	Cutting	length:	110	mm.	•	Operating	pressure:	8	bar.	

•	Dimensions:	570x	780x	1350	mm.	•	Weight:	55	kg.

tagliagomme / tyre cutter

tagliatalloni / bead cutter


